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MATERIAL:
Body:Nylon66,UL rated:94V-2 min

HONGJU(DONGGUAN)ELECTRONIC & METAL PRODUCTS CO.,LTD

8 RElERB TR ERAR

Rating: 10A 125V AC (UL CUL ) ¢"\Nus
6A 250V AC (CQC ENEC VDE)

Contact Resistance: 50mQ Max

Insulation Resistance: DC 500V 100MQ Min

Dielectric Strength: AC1500V 1 minute

Dlectrical life: 10,000 cycles

Operating Temperature: 0°C~85°C
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SWITCHING CIRCUIT
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Actuator:Nylon66,UL rated:94V-2 min 011 415171819 |AIBICIDIEIGIHIJIL
Terminal:Brass,silver or tin plated y on || (= (=] 1) [vr)| (36 Q Klloflie||®||=[eF|l—|]!
Roto:Brass,Ni plated 2 orel| | =[O || O |l el | 5 ||| = i w Q1
N7 TOLEANCES | X+0.3 XX+ 0.15 £ )% ANGLE +1° X DIMENSION UNIT  mm.
fi A A1 S NONE o 2014.07.17 & et 5
VERSION SCALE DATE DRAWING NO
A1 BRI E RAT 2020.07.17 N/A ¥ i ¥ it 7HB 2 K MR-1-126-C5N-BB MR-1-126-C5N-BB _A1
4 VER. A% 1 5t Il CHANGE DESCRIPTION H % DATE ECN NO. |APPROVED BY CHECKED BY R DRAWN BY

i

File Code: HJ-WI-E-03A

|



